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TemPageR 3ER        
 

(Wall Bracket Available) 

 

Entry Level, Easy to Install & Inexpensive 
 

TemPageR 3E is the entry solution for "Computer Room Temperature Monitoring, Alerting & Automatic Corrective 

Action". It is designed specifically to assist with computer room temperature monitoring in multiple locations 

simultaneously. TemPageR 3E allows alert notifications via email, email-to-SMS, SNMP and more to devices like 

computers, mobile phones, pagers and PDAs. TemPageR 3E offers an easy to use web browser interface for settings 

changes and viewing real-time temperatures and sensor status from anywhere. 

 

Features include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Email, Email to SMS, SNMP and more. 

¶ 2 External Temperature Sensors + 1 Internal Temperature 

 

TemPageR connects directly to the network and can be located wherever there is an ethernet connection.  

 

Package Includes: 

 

¶ TemPageR  

¶ 1 x Internal Temperature Sensor 

¶ 1 x External Temperature Sensor (inc. 7.5m cable) 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

¶ BTIôs 30 years experience of supporting business critical operations. 

 

Compatible Sensors: 

¶ Temperature only 

 

Note: This model supports Temperature only. If you require other monitoring such as Humidity, Power, Water or 

equipment monitoring such as UPS, Generator etc. please refer to the Room Alert 4E 7E, 11E, 24E or 26W models.     
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Room Alert 4ER         

 
 

(Wall Bracket Available) 
 

Advanced Features, & Low Cost 

 
Room Alert 4ER is one of many solutions for "Computer Room Monitoring, Alerting & Automatic Corrective 

Action". It is designed specifically to assist with computer room temperature and environment monitoring in multiple 

locations simultaneously. Room Alert 4ER allows alert notifications via email, email-to-SMS, SNMP and more to 

devices like computers, mobile phones, pagers and PDAs. Room Alert 4ER offers an easy to use web browser 

interface for settings changes and viewing real-time temperatures and sensor status from anywhere. 

 

Features include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Email, Email to SMS, SNMP and more. 

¶ Up to 2 External Temperature or Temperature & Humidity Sensors +1 Internal Temperature sensor 

¶ 1 switch contact sensor channel.  

 

TemPageR connects directly to the network and can be located wherever there is an ethernet connection.  

 

Package Includes: 

 

¶ Room Alert 4E 

¶ 1 x Internal Temperature Sensor 

¶ 1 x External Temperature Sensor (inc. 7.5m cable) 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

¶ BTIôs 30 years experience of supporting business critical operations. 

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Switch Sensor i.e. Power Fail, Smoke, Water etc. 
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Room Alert 11ER     

 

 

 

 

 

 

 

 

 

 

 
(Wall Bracket Available)       (Wall Bracket Available)  

  

 

 

Advanced Features, Extreme Reliability & Huge Value 

 
Room Alert 11E is designed for monitoring environmental conditions in Server Rooms, Comms Rooms and Data 

Centres, Room Alert 11E will alert via email, email to SMS, SNMP and more. With its built-in web server, real-time 

environmental monitoring, set-up and configuration can be carried out via standard browser software 

 

Features include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Email, Email to SMS, SNMP and more. 

¶ Up to 2 External Temperature or Temperature & Humidity Sensors 

¶ Up to 8 switch contact sensors.  

 

Room Alert 11E connects directly to the network and can be located wherever there is an ethernet connection. Sensor 

cables can be run inside racks, under floor or in existing containment. 

 

Package Includes: 

 

¶ Room Alert 11E  

¶ 1 x Internal Temperature Sensor  

¶ 1 x Temperature & Humidity Sensor (inc. 7.5m cable) 

¶ 1 x Plug-in Power Fail Sensor 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

¶ BTIôs 30 years experience of supporting business critical operations.  

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 
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Room Alert 24E     

 
 

Advanced Features, Extreme Reliability & Huge Value 

 
Room Alert 24E is designed for monitoring environmental conditions in Server Rooms, Comms Rooms and Data 

Centres, Room Alert 24E will alert via email, email to SMS, SNMP and more. With its built-in web server, real-time 

environmental monitoring, set-up and configuration can be carried out via standard browser software 

 

Features include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Email, Email to SMS, SNMP and more. 

¶ Up to 6 External Temperature or Temperature & Humidity Sensors 

¶ Up to 16 Switch Contact Sensors.  

 

Room Alert 24E connects directly to the network and can be located wherever there is an ethernet connection. Sensor 

cables can be run inside racks, under floor or in existing containment. 

 

Package Includes: 

 

¶ Room Alert 24E  

¶ 1 x Internal Temperature & Humidity Sensor 

¶ 1 x Temperature Sensor (inc. 7.5m cable)                                                                                                                    

¶ 1 x Plug-in Power Fail Sensor 

¶ 1 x Room Entry Sensor 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

¶ BTIôs 30 years experience of supporting business critical operations.  

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Power (Volts, Amps, Watts) 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 
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Room Alert 26WO     

 

 

Advanced Features, Extreme Reliability & Great Value 

 
Features include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Email, Email to SMS, SNMP and more. 

¶ Up to 6 Connected External Temperature or Temperature & Humidity or Power Sensors 

¶ Up to 16 Connected Switch Contact Sensors. 

¶ Internal UPS 

 

Room Alert 26WO connects directly to the network and can be located wherever there is an Ethernet connection. 

Sensor cables can be run inside racks, under floor or in existing containment. 

 

Package Includes: 

 

¶ Room Alert 26WO  

¶ 1 x Internal Temperature & Humidity Sensor 

¶ 1 x Internal Power Sensor 

¶ 1 x Internal Water Detection Sensor (Just add water detection cable) 

¶ Temperature Sensor (inc. 7.5m cable)   

¶ 1 x Room Entry Sensor 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Power 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 
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Room Alert 26W     

 
 

Advanced Features, Extreme Reliability & Greatest Value 
 

Room Alert 26W is one of the most advanced  hardware solutions for environmental monitoring in Server Rooms, 

Computer  Rooms and Data Centres. It is designed to monitor Temperature, Humidity, Power, Water and much more 

using wireless technology to avoid running cables. Room Alert 26Wôs Wireless Sensor Hubs (WISH) communicate 

via a secure, private protocol that is ZigBee compatible allowing large numbers of sensors to be monitored up to 75 

metres away.  

 

 Room Alert 26W will alert via email, email to SMS, SNMP and more. With its built-in web server, real-time 

environmental monitoring, set-up and configuration can be carried out via standard browser software 

 

Features include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Email, Email to SMS, SNMP and more. 

¶ Up to 6 Connected External Temperature or Temperature & Humidity or Power Sensors 

¶ Up to 16 Connected Switch Contact Sensors. 

¶ Up to 45 Sensors via Wireless Sensor Hubs (WISHôs) 

¶ Internal UPS 

 

Each WISH includes 1 x internal Temperature sensor, 2 x Sensor ports (Temperature/Humidity) and 1 x Switch 

sensor. 

 

Room Alert 26W connects directly to the network and can be located wherever there is an ethernet connection. 

Sensor cables can be run inside racks, under floor or in existing containment. 
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Package Includes: 

 

¶ Room Alert 26W  

¶ 1 x Internal Temperature & Humidity Sensor 

¶ 1 x Internal Power Sensor 

¶ 1 x Internal Water Detection Sensor (Just add water detection cable) 

¶ Temperature Sensor (inc. 7.5m cable)   

¶ 1 x Room Entry Sensor 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

¶ BTIôs 30 years experience of supporting business critical operations.  

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Power 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 

¶ Wireless Sensor Hub (WISH) 
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Room Alert Signal Tower with R/G Lights or Relay Module  

      
 

 

 

 

 

 

 

OR 
 

 

 

 

Room Alert Signal Tower visually alerts users when issues or events occur via the red and green tower lights. Room 

Alert Signal Tower has a built-in web server that also allows alert notifications via email, email-to-SMS, SNMP. 

Room Alert Signal Tower offers an easy to use web browser interface for settings changes and viewing real-time 

temperature and environment sensor status from anywhere. PageR Enterprise software (included) expands alerting 

and allows automatic corrective actions, as well as network-wide monitoring of any server, device or event.  

 

Room Alert Signal Tower can also be used as a visual indication of alarm conditions from other remote Room Alert 

units. 

 

Features Include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Visual, Email, Email to SMS, SNMP and more. 

¶ Internal Temperature Sensor 

¶ 2 x External Temperature or Temperature & Humidity Sensor ports.  

¶ 1 x switch contact sensors.  

 

Room Alert Signal Tower connects directly to the network and can be located wherever there is an ethernet 

connection. 

 
Package Includes: 

 

¶ Room Alert 4E Rack Unit (1U) 

¶ Light Tower (Red/Green) OR Relay Module (3 relays + common) 

¶ Internal Temperature Sensor 

¶ External Temperature Sensor (inc. 7.5m cable)   

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 
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Room Alert Signal Tower with R/Y/G Lights & Audio or Relay Module  
 

 

 

 

 

 

 

 

OR 
 

 

 

 

 

Room Alert Signal Tower w/Audio visually and audibly alerts users when issues or events occur via the red, yellow 

and green tower lights and audio alarms. Room Alert Signal Tower w/Audio has a built-in web server that also 

allows alert notifications via email, email-to-SMS, SNMP and more. Room Alert Signal Tower w/Audio offers an 

easy to use web browser interface for settings changes and viewing real-time temperature and environment sensor 

status from anywhere. PageR Enterprise software (included) expands alerting and allows automatic corrective 

actions, as well as network-wide monitoring of any server, device or event. Room Alert Signal Tower can also be 

used as a visual indication of alarm conditions from other remote Room Alert units. 

 
Features Include: 

 

¶ Wall Mount or 1U Rack Mount 

¶ Ethernet óPlug and Playô 

¶ Built-in Web Server 

¶ Alerting by Visual, Audible, Email, Email to SMS, SNMP and more. 

¶ Internal Temperature Sensor 

¶ 2 x External Temperature or Temperature/Humidity Sensor ports.  

¶ 1 x switch contact sensors.  

¶ Sounder 

 

Room Alert Signal Tower connects directly to the network and can be located wherever there is an ethernet 

connection. 

 
Package Includes: 

 

¶ Room Alert 4E Rack Unit (1U) 

¶ Light Tower with Audio (Red/Amber/Green) OR Relay Module (3 relays + common) 

¶ Internal Temperature Sensor 

¶ External Temperature Sensor (inc. 7.5m cable) 

¶ Power Adapter 

¶ 3m Ethernet Cable 

¶ Device Manager Software (included at no charge) 

¶ CD Installation and Resource Media 

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature and Humidity 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 



Systems House, Moons Park,

Burnt Meadow Road, Redditch B98 9PA

  Tel: 01527 598500    Fax: 01527 598555Product Range
 

June 2010     Page 10 of 18 

 

 

Observer Monitoring and Communication System  

 
 

 
The Observer Monitoring and Communication System 

(MCS) is designed to for monitoring environmental 

conditions in computer rooms and server rooms. Being 

wall mounted and robust design, the Observer MCS forms 

part of your IT roomôs infrastructure.  

 
With its client software, set-up, configuration and viewing 

real-time sensor values can easily be carried out locally or 

remotely via network or dial-up connection. 

 
In the case of a mains failure, the Observerôs internal 

battery will keep the system fully operational for between 

3 and 4 hours depending on system configuration and 

activity. 

 

 

 
Features include: 

 

¶ Wall Mounted 

¶ Network connected or Standalone operation 

¶ Internal Modem 

¶ Internal battery backup 

¶ Alerting by SMS, Email & Central Management Console (CMC) 

¶ Up to 14 External  Analogue Sensors (Temperature, Humidity, Voltage or Current)   

¶ Up to 6 additional switch contact sensors. (analogue inputs can be used for switch contacts)  

 

The Observer MCS will be installed by our own fully trained engineers. All cables will be concealed or run in 

suitable containment as per your requirements. Installation will include Full System Configuration, Set-up and Test 

 

Compatible Sensors: 

¶ Temperature 

¶ Temperature & Humidity 

¶ Power (Volts, Amps) 

¶ Switch Sensors i.e. Power Fail, Smoke, Water etc. 

 

 

Full proposal and quotation can be supplied further to a site survey or system specification being 

submitted. 

 

Installation 

 

Full installation including system Set-up, Configuration & Test can be provided by BTI if 

required. Please call 01527 598 500 or email info@bticomputer.com for details. 

mailto:info@bticomputer.com
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Accessories 

 

 

Mains IEC C14 to 4-way 13A Multiblock 

 
¶ Moulded IEC plug (C14). 

¶ 4 x UK style 13A sockets 

¶ Power LED and Fuse OK LED indicators. 

¶ 3m Cable 

¶ PAT tested and CE approved. 

 

Packaged Weight 700g 

 

IEC Power Supply 
 

¶ Input Range 100-24V AC 50-60Hz. 0.5A 

¶ Input Connector 3 pin IEC320, C14 

¶ Power On LED Indicator 

¶ Output Lead approx. 1.8m  

¶ Compatible with all Room Alert Models 

 

 Wall Mounting Kit  

 
¶ Compatible with Room Alert 4E, 11E &TemPageR. 

 

 

Ceiling Mounting Kit  

 
¶ Compatible with Room Alert 4E, 11E &TemPageR. 

 

 Relay Module 

 
¶ Compatible with Room Alert 4E, 4ER, RASTX, RASTXR, 

RASTAX & RASTAXR 

 

 

 

Light Tower R/Y/G with Audio  

 
¶ Compatible with Room Alert 4E, 4ER, RASTX, RASTXR, 

RASTAX & RASTAXR 
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Sensors 

 

  

Temperature Sensor 
 

¶ Real-time Temperature from  -55Deg. C to 125 Deg. C. 

¶ Easy to Install (Plug & Play) 

¶ Max sensor cable 30m (supplied with 7.5m). 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E, 4E & 

TemPageR. 

 

 

Temperature & Humidity Sensor 
 

¶ Real-time Temperature from  -55Deg. C to 125 Deg. C. 

¶ Real-time Relative Humidity from 0-100% 

¶ Easy to Install (Plug & Play) 

¶ Max sensor cable 30m (supplied with 7.5m). 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 

Power Fail Sensor 
 

¶ Real-time power on/off status. 

¶ Monitors UPS or single phase power. 

¶ Max sensor cable 275m (supplied with 15m). 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 Power Monitor 
 

¶ Real-time monitoring of Volts, Amps and Watts. 

¶ Real-time power on, off, spike and sag. 

¶ Max sensor cable 275m (supplied with 15m). 

¶ Compatible with Room Alert 26W, 26WO & 24E. 

 

 

Water Detection Cable including 2.5m cable 
 

¶ Real-time water detection. 

¶ 2.5m detection cable with 7.5m leader cable and Control Box. 

¶ Alert triggered when water detected or power lost. 

¶ Detection cable can be extended by 2.5m lengths. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 

Water Detection Cable including 7m cable 
 

¶ Real-time water detection. 

¶ 7m detection cable with 7.5m leader cable and Control Box. 

¶ Alert triggered when water detected or power lost. 

¶ Detection cable can be extended by 2.5m lengths. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 
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Sensors Cont. 
 

 Water Detection Cable (2.5m with Leader) 
 

¶ Real-time water detection. 

¶ 2.5m detection cable with 7.5m leader cable. 

¶ Alert triggered when water detected. 

¶  Detection cable can be extended by 2.5m lengths. 

¶ Compatible with Room Alert 26W & 26WO  

 

 Water Detection Cable (7m with Leader) 
 

¶ Real-time water detection. 

¶ 7m detection cable with 7.5m leader cable. 

¶ Alert triggered when water detected. 

¶  Detection cable can be extended by 2.5m lengths. 

¶ Compatible with Room Alert 26W & 26WO  

 
 

 
Air Flow Sensor (Fly Lead) 

 
¶ Real-time monitoring of air flow stop/start. 

¶ Ideal for Air Con. Systems, Server Fans etc. 

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 Air F low Sensor (Mounted) 
 

¶ Real-time monitoring of air flow stop/start. 

¶ Wall, Ceiling or Conduit box mounting 

¶ Flexible arm for positioning  

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 

Room Entry Sensor 

 
¶ Real-time monitoring of door or cabinet open/closed. 

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 Movement Detection 

 
¶ Detects movement up to 12m within 90 degree angle 

¶ Built-in tamper switch 

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 
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Sensors Cont. 

 
 Sound /Light Sensor 

 
¶ Real-time recognition of sound, light and/or door entry. 

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

Smoke Sensor 

 
¶ Real-time monitoring of smoke/fire 

¶ Audible alert and escape light when triggered 

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 

 

 

 

 

Wireless Sensor Hub (WiSH) Powered 
¶ Wireless communication with Room Alert 26W up to 75m. 

¶ Real-time Temperature from -55deg C to 125 deg C. 

¶ Built-in Temperature sensor 

¶ 2 sensor ports, 1 switch sensor channel. 

¶ Compatible with Room Alert 26W only. 

  

    
 

 

Panic Button 
¶ Provide warning where someone is working and needs help 

¶ Instant óPlug & Playô 

¶ Max sensor cable 275m, supplied with 15m. 

¶ Compatible with Room Alert 26W, 26WO, 24E, 11E & 4E. 
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Cameras 

 

Do you know whatôs happening in your Server Room and at Remote Sites? 
 

 

 

 

 

 

Axis P3301 

 

 

Axis P1311            Axis M1011  

                    

 

 

 

 

 

Axis Camera Station 

 

 

     Axis P3343/44 Internal        Axis 212 PTZ 
 (No Moving Parts) 

 

 

 

         

P3343/44 VE Outdoor 

 

(Other Models Available) 

Description:  
 

Standalone Colour IP Cameras with Built -in Movement Detection.   

 

Unlike many security cameras these cameras are completely standalone and do not require any 

PC at the remote site. Live images can be viewed using standard browser software. 
   

When triggered by built in movement detector or external trigger i.e. door sensors, recorded 

images can be sent to remote servers or PCôs. (no images need to be stored at camera site) Video 

Motion Detection enables images to be uploaded when there is activity in specific areas of the 

video image. Alarm notification can also be sent by email or  text message. 

 

Power over Ethernet (PoE) enables cameras to be powered directly from the network for easy 

installation. (no power socket required at camera location)  

 

 


